FLOOR CEILING SPLIT TYPE AIR CONDITIONERS

PFC-GC(P)U SERIES R22

PRELIMINARY SPECIFICATIONS

T Indoor unit PFC-18-D(H)S PFC-24-D(H)S PFC-28-D(H)S PFC-28-D(H)X PFC-36-D(H)S PFC-36-D(H)X PFC-40-D(H)S PFC-40-D(H)X PFC-50-D(H)X PFC-60-D(H)X
Outdoor unit GC(P)U-18-YK GC(P)U-24-YK GC(P)U-28-YK GC(P)U-28-ZL GC(P)U-36-ZK GC(P)U-36-ZL GC(P)U-40-ZK GC(P)U-40-ZL GC(P)U-50-ZL GC(P)U-60-ZL
Nominal cooling capacity btu/h 17,700 23,000 27,800 29,500 35,200 35,600 39,700 40,200 47,800 56,200
kW 5.2 6.7 8.1 8.6 10.3 10.4 11.6 11.8 14.0 16.5
Nominal heating capacity btu/h 18,700 24,500 29,300 31,000 36,700 37,100 40,700 41,200 49,800 58,200
kW 55 7.2 8.6 9.1 10.8 10.9 11.9 124 14.6 741
EER kW / KW 2.66 2.67 2.81 2.98 2.71 2.75 2.61 2.711 2.92 2.99
COP kW / kW 277 2.80 3.07 3.19 2.87 2.94 2.84 2.89 2.92 2.99
Electrical insulation protection class 1
Water proof class IPX4
Dehumidification L/h 1.80 2.50 3.00 3.00 3.50 3.50 4.20 4.20 5.00 6.00
Power Input Cooling W 1,950 2,520 2,900 2,900 3,800 3,800 4,450 4,350 4,800 5,500
Heating w 1,980 2,560 2,800 2,850 3,750 3,700 4,200 4,180 5,000 5,700
Running Current Cooling A 8.5 {15155 13.0 4.9 17.4 6.5 19.9 74 8.0 8.8
Heating A 8.6 11.6 12.6 4.8 16.8 6.3 18.8 71 8.2 9.0
Start current A 352 51.0 63.0 411 97.0 65.0 98.5 48.2 63.0 67.0
Power supply V/Ph/Hz 230/1/50 400/3/50 230/1/50 400/3/50 230/1/50 400/3/50 400/3/50
Model PFC-18-D(H)S PFC-24-D(H)S PFC-28-D(H)S PFC-28-D(H)X PFC-36-D(H)S PFC-36-D(H)X PFC-40-D(H)S PFC-40-D(H)X PFC-50-D(H)X PFC-60-D(H)X
Airflow H m®/h 800 1,000 1,000 1,000 1,300 1,800 1,800 2,000
= Noise level @ 1m H dB (A) 41 45 45 45 46 48 48 50
g Cond. drain connection OD/ID mm (in) 32/26
o H mm 673 673 673
£ Dimensions W mm 905 1,288 1,672
D mm 243 243 243
Net weight kg 33 43 43 43 43 43 48 50
Model GC(P)U-18-YK GC(P)U-24-YK GC(P)U-28-YK GC(P)U-28-ZL GC(P)U-36-ZK GC(P)U-36-ZL GC(P)U-40-ZK GC(P)U-40-ZL GC(P)U-50-ZL GC(P)U-60-ZL
Construction Panel STEEL
ons Surface finish POWDER COAT
'§ Compressor ROTARY SCROLL
5 Refrigerant control CAPILLARY
:E;_’ Noise Level @ 1m dB (A) 55 56 62 62 62 62 62
8 H mm 540 615 790 790 790 1,235 1,240
Dimensions w mm 850 900 936 936 936 895 995
D mm 320 350 420 420 420 380 440
Net weight kg 40 48 75 83 85 100 125
o . Indoor side FLARE
E - Connection method Outdoor side FLARE
_§> 5 Refrigerant charge (5m) kg 1.45 1.60 2.40 2.40 2.80 2.80 2.90 2.90 3.00 3.30
s = Pipe size OD Liquid mm (in) 6.35 (1/4) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8) 9.52 (3/8)
Gas mm (in) 12.70 (1/2) 15.88 (5/8) 15.88 (5/8) 19.05 (3/4) 19.05 (3/4) 19.05 (3/4) 19.05 (3/4)
All capacities are based on: cooling: indoor 27°C DB, 19.5°C WB, outdoor 35°C DB, 24°C WB 09V.1.1
heating: indoor 20°C DB, outdoor 7°C DB, 6°C WB

N.B.:

Air flow values with OPa reference value.
With max ESP air flow is reduced of about 25%. See technical manual for exact data.
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